
SOLUTIONS
ELECTIVE SHOULDER SURGERY

TECHNICAL FLYER

HUMERIS® 
Reversible

HUMERIS®  
Anatomical

HUMELOCK
REVERSED®

EASYTECH®
Stemless Anatomical 

EASYTECH
REVERSED® 



ANATOMIC
ELECTIVE SHOULDER SURGERY

HUMERIS® 
Cementless Stem

Ø08, 10, 12, 14mm

HUMELOCK II® 
Cemented Stem

Ø06, 08, 
10, 12mm

Double Taper 
TA6V +0mm/0° with  

extraction system

Spacers 

+3mm & +5mm

Prosthetic Heads 
CoCr

8 Offset Heads* 
Ø39x15   Ø46x18 
Ø43x17   Ø50x20

HEMI		       TOTAL

3-4 Peg
Glenoid

XS, S, M, L

2-Peg
Glenoid

XS, S, M, L

6 Centered Heads
Ø39x14	 Ø46x17
Ø43x16	 Ø50x19

EASYTECH®  
Anchor Base 

Ø30, 34, 38mm

Resurfacing
Glenoid

*Exist in CoCr/TiN



REVERSIBLE - REVISION - REVERSED
ELECTIVE SHOULDER SURGERY

Humeral Cup 135°/145°
3 Sizes: +3, +6, +9mm 

2 Diameters: 36, 40mm

Glenospheres 10°
2 Diameters: 36, 40mm

Baseplate 24mm
TA6V ELI/Ti+HA Coated

Option: Post Extension
+6mm & +10mm

  

Standard or Locking Screws
4.5mm L. 15mm-40mm 

(5mm increments) 

Reversed Humeral Cup
3 Sizes: +3, +6, +9mm 

2 Diameters: 36, 40mm
 

Symmetrical Humeral Cup
3 Sizes: +3, +6, +9mm 

2 Diameters: 36 & 40mm

Option:
Humeral Spacer (+9mm)
Build up to +12, +15 & 18

HUMELOCK REVERSED® Cementless
Ø32/08mm 
Ø32/10mm 
Ø32/12mm
Ø36/10mm 
Ø36/12mm 
Ø36/14mm      
Ø40/12mm

  

HUMELOCK REVERSED® Cemented
Ø32/06mm
Ø36/08mm
Ø40/10mm

CoCR

REVERSED

REVERSIBLE

REVISION



US HEADQUARTERS
13465 Midway Road, Suite 101

 Dallas, TX, USA 75244
www.fxshouldersolutions.com 

2-PEGS or 3-4 PEGS GLENOID
Made from UHMWPE with radio-opaque marker made from tantalum, retentive pegs with 2 or 3 different inter-axis 
sizes XS-S/M-L. Mismatch included between 5 and 9. Convex, rough base, for a better adhesion to cement.
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Glenoid
size Centered Offset Centered Offset Centered Offset Centered Offset

XS 6.59 7.48 5.06 5.77 3.44 4.15 1.77 2.37
S 8.19 9.08 6.66 7.37 5.04 5.75 3.37 3.97
M 9.99 10.88 8.46 9.17 6.84 7.55 5.17 5.77
L 9.99 10.88 8.46 9.17 6.84 7.55 5.17 5.77

Humeral Head / Glenoid Association
Glenoid Size XS S M L
Head Size 39/43 39/43 43/46/50 43/46/50
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GLOBAL HEADQUARTERS
1663, rue de Majornas
01440  Viriat, France

www.fxshouldersolutions.fr 

CEMENTLESS RESURFACING GLENOID
Fits all anatomies.  Ø20mm, net-shape molded UHMWPE inside a TA6V ELI shell.  Coated with Ti+HA, with 3 anti-
rotation fins and an extraction system.  2 post extensions +6 and +10mm for longer anchoring.

ANCHOR BASE EASYTECH®
Primary stability from peripheral notches and central retentive post.  Secondar stability provided by a double layer 
Ti+HA coating.  Anti-rotation from alternating notches positioned in different axis / angles.  Female conical fitting to 
be reversible/reversed.

CEMENTED STEMS 
The primary stability is ensured by the cement.  Mirror-polished stem in the distal part.  Female conical fitting to be 
reversible/reversed.

PROPERTIES

SMARTAPE
Product indicated for ligament or strengthening, tendon or ligament anchorage, tuberosity reinsertion, the 
approximation of soft tissue and ligature.
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